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Perfect thermal conductibility with the RZ Bipolar Non-Stick Forceps

By using a  polished noble material with excellent thermal properties for the forceps’ tip, 
the undesirable effect of sticking tissue is now completely eleminated and non-stop working 
is ensured. 

The polished noble metal forceps tips offer excellent thermal conductibility which 
prevents the sticking of tissue. The non-stick effect is permanently ensured, as the
tips are made of solid noble metal. Even when redressing the surface and after 
frequent sterilisation, the non-sticking properties will be retained.

The resistant and well-proven isolation coating resists principally every highly alkaline
cleaning agents, this ensures the electrical safety of the instrument reliably.

A wide fluted handling surface for safe handling and convenient working without 
getting tired. Except for the tips, the entire instrument is made of hardened
stainless steel. This ensures a consistent optimum spring tension.

The plastic safety plugs enclose the complete 
connection area, even between the contact 
surfaces, in order to avoid the deposit of impurities
in areas which are difficult to access.
All Forceps are available with flat-plug or 
2-pin-plug (2-pin-Standard).

flat-plug

2-pin-plug



Width of tips Plug straight tips angled tips straight tips angled tips straight tips straight tips

point 0.3mm
flat 700-610-150 700-611-150 700-610-180 700-611-180 700-610-200 700-610-220
2-pin 700-612-150 700-613-150 700-612-180 700-613-180 700-612-200 700-612-220

blunt 0.6mm
flat 700-620-150 700-621-150 700-620-180 700-621-180 700-620-200 700-620-220
2-pin 700-622-150 700-623-150 700-622-180 700-623-180 700-622-200 700-622-220

blunt 1.0mm
flat 700-630-150 700-631-150 700-630-180 700-631-180 700-630-200 700-630-220
2-pin 700-632-150 700-633-150 700-632-180 700-633-180 700-632-200 700-632-220

blunt 2.0mm
flat 700-640-150 700-641-150 700-640-180 700-641-180 700-640-200 700-640-220
2-pin 700-642-150 700-643-150 700-642-180 700-643-180 700-642-200 700-642-220

Width of tips Plug straight tips straight tips straight tips straight tips

point 0.3mm
flat 700-650-180 700-650-200 700-650-220 700-650-240
2-pin 700-652-180 700-652-200 700-652-220 700-652-240

blunt 0.6mm
flat 700-660-180 700-660-200 700-660-220 700-660-240
2-pin 700-662-180 700-662-200 700-662-220 700-662-240

blunt 1.0mm
flat 700-670-180 700-670-200 700-670-220 700-670-240
2-pin 700-672-180 700-672-200 700-672-220 700-672-240

blunt 2.0mm
flat 700-680-180 700-680-200 700-680-220 700-680-240
2-pin 700-682-180 700-682-200 700-682-220 700-682-240

Width of tips Plug straight tips angled tips

point  0.25mm
flat 700-601-710 700-601-730
2-pin 700-601-711 700-601-731

blunt 0.6mm
flat 700-601-712 700-601-732
2-pin 700-601-713 700-601-733

blunt 1.0mm
flat 700-601-714 700-601-734
2-pin 700-601-715 700-601-735
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180mm 200mm 220mm

I Bayonet shape

I Bayonet shape

I Jeweler Type

Width of tips Plug angled up tips angled up tips

blunt 1.0mm
flat 700-670-201 700-670-221
2-pin 700-672-201 700-672-221

200mm 220mmI Bayonet shape

Width of tips Plug angled down tips angled down tips

blunt 1.0mm
flat 700-670-203 700-670-223
2-pin 700-672-203 700-672-223

straight tips

angled down

angled up

angled tips



Bipolar Cables

3m 700-350-030 700-101-001 700-287-030 700-351-031

5m 700-350-050 700-101-000 700-287-050 700-351-051

3m 700-350-130 700-101-130 700-287-130 700-351-131

5m 700-350-150 700-101-150 700-287-150 700-351-151

3m 700-345-403 700-101-230 700-287-230 700-351-231

5m 700-345-405 700-101-250 700-287-250 700-351-251

Please ask for our BiPOstyle Instruments assortment   
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